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ECOVANTAGE™ Z5798 1/8 GPF ULTRA LOW
CONSUMPTION URINAL

FEATURES  AND BENEFITS

1/8 Gallon of Water Per Flush Every Time
• Internal flow regulator guarantees consistent

water savings with each flush

Sanitary Washdown and Trap Water Exchange
• Optimized distribution plate and water trap

pass all ASME A112.19.2 urinal performance
tests

High Efficiency Alternative to Waterless Urinals
• Lower building maintenance costs
• No replacement traps to buy or maintain
• Satisfies end user who prefers washdown

action, providing more sanitary feel
• Saves over 30,000 gallons of water per year 

over standard urinal

Sensor Flush with Smart Technology
• Sanitary hands-free operation with the latest 

in sensor technology

Battery Operated
• Optimized electronics for 200,000 cycle 

battery life

All Metal Chrome-Plated Housing
• Heavy-duty commercial grade construction 

to resist vandalism

Chloramine Resistant Internal Seals
• Long lasting, dependable performance in 

harsh water conditions

Easy to Retrofit
• In many cases, urinal can be retrofitted 

to existing carrier and outlet rough-ins
• Large wall footprint to cover existing

installations
• Flush valve mounts to standard urinal 

stop valves

Using this product can contribute up to
2 points toward LEED™ certification

Item No. OEM Description
581220 Z5798 1/8 Gallon High Efficiency Urinal System

Zurn’s new Z5798 Eighth Gallon Urinal is a marvel of
water saving efficiency without losing the sanitary use of
flushed water by providing an 80% savings of water over
the standard 1.0 gallon urinal and another 30% savings
of water over the 0.5 gallon urinals in use today.

The urinal system that leads the way with
ultra low water consumption, latest in sensor
technology, and high quality vitreous china.
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FLUSHOMETERS AND PARTS

SLOAN G2 OPTIMA PLUS®

ELECTRONIC FLUSHOMETERS
THE MOST ADVANCED BATTERY POWERED 
FLUSHOMETER AVAILABLE

With its innovative electronic circuitry and stylish 
high-tech appearance, the G2 Optima Plus Flushometer has
been engineered to perform.

• G2’s exclusive Isolated Operator provides superior
performance in the most extreme water conditions.

• Eliminates detection errors caused by lighting conditions 
and reflective surfaces such as mirrors or stainless steel stalls.

• Eliminates field adjustments – saving the installer’s time.
• 24-hour “sentinel” automatic flush for improved hygiene.
• NEMA 6 compliant against moisture for unequalled reliability

and performance.
• Gold-plated battery contacts for consistent electronic

connections.

New Cover Design
The G2 Optima Plus cover is 360° of solid metal construction,
accentuated by an engineered plastic optical face. There is no need
to shut off the water supply to change batteries or service the
module. G2’s cover removes by unfastening two screws. Automatic
“fit” to assure proper placement with control module.

SPECIFICATIONS
COMPLETE VALVE
Battery Powered, Sensor Operated Flushometer 
Valve – G2 Optima Plus

Diaphragm type, chrome plated, brass, 6 volt DC battery
powered, sensor-operated exposed flushometer valve.
Incorporates Flex Tube-style (static seal) diaphragm assembly
with a Dual Filtered Fixed By-Pass for flush discharge accuracy.
Vandal resistant stop cap, and sweat solder adapter kit. Batteries
are factory installed, and rated for 3 years of life (based on 4,000
uses a month). In compliance with the applicable requirements
of ASSE 1037, ANSI/ASME 112.19.6 and Military Specification V-
29193 Standards.

Item No. Model No. OEM Description GPF
345736 8111 3250400 8111 Optima + Closet 1.6
559541 8186-1 3250401 8186-1 Urinal Valve with 3/4" Vacuum Breaker 1.0
345769 8110 3250404 8110 Closet Valve with 1-1/2" Vacuum Breaker 1.6 - 3.5
559545 8180-1 3250406 8180-1 Urinal Valve with 1-1/4" Vacuum Breaker 1.0
559551 8180 3250409 8180 Urinal Valve 1.5
345819 3325400 RESS Retro Kit for Sloan Closet Valves
345827 3325402 RESS Retro Kit for Sloan Urinal Valves
345835 3325410 RESS Retro Kit for Zurn Closet Valves
345843 3325412 RESS Retro Kit for Zurn Urinal Valves

G2's WATER-
ISOLATED OPERATOR
What makes G2 Optima Plus®

revolutionary is its patented Isolated
Operator. The Isolated Operator allows
for reliable, consistent operation
regardless of water quality. The G2
Isolated Operator can withstand the
rigors of saltwater applications. 
Once G2 is installed, you are assured of
consistent, uninterrupted performance.

Direction of Water

Direction
of Water

NON-ISOLATED
OPERATION
Water comes in 
contact with 
solenoid
mechanism.

ISOLATED
OPERATION
Sloan's patented
Isolated Operator
prevents water
from causing
harm to the
solenoid
mechanism.

G2 Optima Plus® Retrofit Valves
Battery Powered, Sensor Operated Retrofit Flushometer Valve - G2 RESS Optima Plus

Diaphragm Type, 6 Volt DC Battery Powered, Sensor-Operated Exposed Flushometer Valve
for installation on existing Flushometer.
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SLOAN OPTIMA-PLUS REGAL PRO
Battery Powered “Hard Hat” (Metal Cover) Flushometers

For locations that demand extra protection. Cast metal cover with a replaceable,
high-temperature, tempered glass window, metal handle – opening cap and vandal-
resistant Stop Cap. These protect your flushometer investment, and give you all the
benefits that go with our Optima Plus flushometers.

• Reduces odor
• Improves hygiene
• Conserves water
• Improves image
• Eliminates chemicals

Flushometer for exposed closet installation. Chrome plated. Equipped with OPTIMA
PLUS® Sensor Unit which includes (4) AA batteries, a low battery indicator light, range
adjustment screw, range indicator light, and 24 hour Sentinal Flush. Decorative handle
cap. 1" IPS screwdriver Bak-chek® angle stop with decorative cap, adjustable tailpiece,
vacuum breaker, flush connection and spud coupling for 1-1/2" top spud or 3/4" top
spud (urinal), wall and spud flanges.

SLOAN OPTIMA®

ELECTRONIC ROYAL CLOSET
FLUSHOMETERS
Sensor operated, quiet, diaphragm type, flushometer for exposed closet
installation, chrome plated, equipped with solenoid operator and Optima®

Sensor (EL-150-L).

Includes:
• Override button
• (4) tamper-proof screws for each of (2) Optima® wall cover plates 

(for 2 gang electrical boxes)
• Non-hold open feature
• 1" IPS screwdriver bak-chek® angle stop with protective cap
• Adjustable tailpiece
• Vacuum breaker flush connection and spud coupling or 1-1/2" top spud
• Wall and spud flanges

Item No. OEM Description
347690 3680000 Optima-Plus Regal Pro Closet, Low Consumption, 1.6 Gallon Flush Cycle with Override Button
347682 3680001 Optima-Plus Regal Pro Urinal, Low Consumption, 1.0 Gallon Flush Cycle, 3/4" Top Spud
193087 111-ES-S Optima® Electronic Royal Closet, Low Consumption, 1.6 Gallon Flush Cycle Max 

with Copper Sweat Adapter
223750 186-1-ES-S Optima® 3/4" Urinal, Low Consumption, 1.0 Gallon Flush Cycle Max. 

SLOAN OPTIMA® 3/4" URINAL
FLUSHOMETERS
Sensor operated, quiet, diaphragm type, flushometer for exposed urinal
installation, chrome plated, equipped with solenoid operator and Optima®

Sensor (EL-150).

Includes:
• Override button
• (4) tamper-proof screws for each of (2) Optima® wall cover plates 

(for 2 gang electrical boxes)
• Non-hold open feature
• 3/4" IPS screwdriver bak-chek® angle stop with protective cap
• Adjustable tailpiece
• Vacuum breaker flush connection and spud coupling 3/4" top spud
• Wall and spud flanges

Products on this page are not stocked in all locations

FLUSHOMETERS
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CROWN/NAVAL
FLUSHOMETERS
The Crown/Naval is a piston type flushometer that comes
with a long performance history already proven in the
original Sloan Crown and Sloan Naval valves. Premium
materials like monel metal, naval brass and high quality
thermoplastics insure lasting quality performance, even
under the most adverse water conditions.

• Adjustable flushing – easily adjusted to meet the 
needs of any fixture

• Whisper-Quiet Operation – Quiet operation 
regardless of line pressure

• Water-Economy – non-hold open feature prevents
overflow and saves water

• Retro-Fit-Able – easily installs on existing piping
• Dependable Operation – Crown/Naval flushometer

will not malfunction even under the most sever 
water conditions

• Low Maintenance, Self-Cleaning – water-borne 
solids will not clog the self-cleaning by-pass, 
requires little, if any, servicing

• Limited Warranty – Comes with 3 year limited
warranty on all parts

REGAL FLUSHOMETERS
The Regal embodies the same quality features that have
made Sloan the flushometer leader for over three-quarters
of a century. Features like the Non-Hold Open Handle
design, Bak-Chek® Control Stop, and the adjustable
tailpiece plus much more.

The Regal has a vandal resistant stop cap and a vacuum
breaker flush connection. The handle packing, stop seat
and vacuum breaker are molded from Permex™
compound for chloramine resistance. All valves listed
include sweat solder adapter kit and stamped flange.

Item No. OEM Description GPF
214627 186 Crown/Naval Urinal Flushometer with Vacuum Breaker 1.0
304543 111-XL Regal Closet, Low Consumption,  includes ADA Compliant 1.6

Handle with Vacuum Breaker and Cast Set Screw Wall Flange, Cover Tube
304576 113-1.6 Regal Closet, Low Consumption 1.6
304717 186-1 YB Regal Urinal, 3/4" with Vacuum Breaker, 11-1/2" Outlet Length 1.0
304725 186-1 XL Regal Urinal, includes ADA Compliant Handle and Sweat 1.0

Solder Adapter with Cover Tube and Cast Set Screw Wall Flange,
11-1/2" Outlet Length

Products on this page are not stocked in all locations
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CLOSET FLUSHOMETER
WITH EXTRA LONG
TAILPIECE
Quiet exposed closet flush valve, chrome plated, metal oscillating
non-hold-open handle with extra long tailpiece and
vacuum breaker.

URINAL
FLUSHOMETERS 
1-1/4" TOP SPUD
Quiet exposed urinal flush valve is chrome
plated and has metal oscillating non-hold-
open handle. Features 1" IPS screwdriver
Bak-Chek® angle stop with protective cap,
adjustable tailpiece. Has vacuum breaker
flush connector and spud coupling for 1-1/4"
top spud, wall and spud flanges.

URINAL
FLUSHOMETERS 
3/4" TOP SPUD
Quiet exposed urinal flush valve is chrome
plated and has metal oscillating non-hold-
open handle. Features 3/4" IPS screwdriver
Bak-Chek® angle stop with protective cap,
adjustable tailpiece. Has vacuum breaker
flush connector and spud coupling for 3/4"
top spud, wall and spud flanges.ROYAL FLUSHOMETER

LESS STOP AND
VACUUM BREAKER

Item No. OEM Description GPF
233809 111 Royal Closet Flush Valve with Vacuum Breaker 1.6
246967 116.1.6 Royal Closet Flush Valve with 27" Tailpiece and Vacuum Breaker 1.5
246975 115.1.6 Royal Closet Flush Valve with 24" Tailpiece and Vacuum Breaker 1.5
193104 3910246 Royal Closet Flush Valve with Adjustable Tailpiece, Less Stop and Vacuum Breaker 1.6
193125 Royal Urinal Flush Valve with Vacuum Breaker and ADA Handle 1.0
193126 Royal Urinal Flush Valve with Vacuum Breaker and ADA Handle 1.5
193050 186-1 ADA Royal Urinal Flush Valve with Vacuum Breaker and ADA Handle 1.0

ROYAL
FLUSHOMETERS
Manufactured to exacting tolerances, plus unequalled
records of dependable operation, 
water economy, low maintenance costs and long 
life all go together to make the Sloan Royal the 
most successful flush valve ever made.

Low consumption flushing with performance and
accuracy accurately meters water for 1.6 gallon 
(6 liter) water closets and 1 gallon (3.8 liter) urinals while
maximizing fixture performance. The Royal
is still non-hold open and non-adjustable to ensure
continued water conservation. The clean solution for
dirty water conditions!

A unique patented DUAL FILTERED BY-PASS
DIAPHRAGM protects the valve against run-on that can
be caused by sand particles and other water-borne
debris. Sloan’s Permex™ rubber compound helps
withstand the deteriorating effects of chloramines and
other water treatment chemicals.  Easy operation for
user accessibility. Exposed Royal valves come standard
with our new triple sealed, ADA compliant handles.
Must be used with 
1.6 GPF toilet.

CLOSET
FLUSHOMETERS
Quiet exposed closet flush valve, chrome plated, metal
oscillating non-hold-open handle, 1" IPS screwdriver
Bak-Chek® angle stop with protective cap, adjustable
tailpiece, and spud coupling for 
1-1/2" top spud, wall and spud flanges.

Products on this page are not stocked in all locations
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Item No. OEM Description
445361 WES-111/3720000 Uppercut™ Dual Flush - Complete Valve with 9" Tailpiece
445379 WES-115/3720300 Uppercut™ Dual Flush - Complete Valve with 21-1/2" Tailpiece
445346 WES-212 1.1 GPF Dual Flush Retro Fit Handle Kit
447300 3325201 EBV-200-A Smooth™ (Side-Mount-Operator-Over-The-Handle) Unit
338590 0325105 EBV-89A-M for Water Closets and Urinals, Metal Cover
338616 0325108 EBV-89A-P for Water Closets and Urinals, Plastic Cover

SLOAN UPPERCUT™ DUAL
FLUSH FLUSHOMETER
Dual Flush exposed diaphragm type flushometer complete with stop
and vacuum breaker tailpiece. Lifting handle UP initiates reduced flush
(1.1 GPF/4.2 LPF), eliminating liquid and paper waste saving 1/2 gallon
of water. Pushing handle DOWN initiates full flush (1.6 GPF/6.0 LPF)
eliminating solid waste and paper. Antimicrobial coating on handle
protects against germs. Distinctive green ADA compliant metal non-
hold open handle with triple seal packing signifies water conservation
device. Includes Sloan Royal internal components. Diaphragm, handle
seal, stop seat and vacuum breaker molded of PERMEX™ rubber
compound for chloramine resistance. 1" screwdriver Bak-Chek® angle
stop. Spud coupling and flange for 1-1/2" top spud. High back pressure
vacuum breaker. Adjustable tailpiece. Includes two adhesive backed
metal wall plates etched with instructions.

Unique Dual Flushing
Action – Up for Liquid
Waste, Down for Solid
Waste – Saves Up to
30% of Water Usage

SLOAN UPPERCUT™ 
WATER CONSERVATION
TUNE-UP KIT
Lifting handle UP initiates reduced flush (1.1 GPF/4.2 LPF)
eliminating liquid and paper waste saving 1/2 gallon of water.
Pushing handle DOWN initiates full flush (1.6 GPF/6.0 LPF)
eliminating solid waste and paper. Reduce water usage by 30% 
when activated UPWARDS. Antimicrobial coating on handle
protects against germs. Distinctive green ADA compliant metal 
non-hold open handle with triple seal packing signifies water
conservation device. Includes two adhesive backed metal wall 
plates etched with instructions.

SLOAN EBV-200-A SMOOTH™ 
SIDE MOUNT FLUSHOMETER
OPERATOR
Battery powered, sensor operated retrofit conversion, unit for 
exposed closet and urinal flushometers. 

• Installs in minutes  • Slides over existing flushometer handle 
• Only tool needed is a screwdriver  • Automatic flushing to provide

the ultimate protection against contamination
• Battery powered for convenience with no wiring hookups
• ADA compliant  • Adjustable operating cycle with override button
• Includes four replaceable C size batteries
• Smart looking, modern design complements any washroom

Over The Handle Flushometer
Retrofit Kit Modifies Manual
Valves to Water Saving,
Convenient, Automatic Valves

Retrofit Handle Assembly 
For Exposed Low 
Consumption
Closet Flushometers

SIDE MOUNT FLUSHOMETER
OPERATOR
Sloan’s Side Mount Operator gives you these extra features:

• Programmable automatic flushing systems  • Sensor-operated for 
touch-free performance  • Tempered glass lens  • Adjustable 
infrared sensing  • Low battery light notification  • Courtesy flush 
button  • Chrome metal cover for easy cleaning  • Standard “C”
batteries included

The EBV-89A models come with a courtesy flush button and feature 
an audio signal when batteries need to be replaced.

Fits All Sloan Flushometers.
Perfect for Sloan’s diaphragm
flushometers…ROYAL®,
REGAL PRO®, AND REGAL®.
Easily converts your manual
flushometer to modern 
water-saving electronics.

Products on this page are not stocked in all locations

FLUSHOMETERS AND PARTS
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EZ FLUSH™ 
RETROFIT AUTOMATIC
FLUSHING UNITS
• The EZ Flush AutoFlush is the easiest and most cost effective 

way to gain the benefits of an automatic flushing system. 
• Smart Object Infrared Technology
• Easiest Installation Available

ENGINEERING SPECIFICATION: EZ Flush unit is designed to provide
automatic flushing for urinal and/or water closet flush valves. 
The unit features an adjustable automatic infrared sensor, user-in-
view LED, low battery indicator light and audible low battery indicator,
courtesy flush button, and high impact-resistant chrome plastic cover
with replaceable tempered glass lens. The unit comes complete with
four C size batteries, wrench for installation, and an allen key for the
battery compartment.

HIGH MOUNT ADAPTOR MODEL: Features adjustable sensor 
beam - ideal for elementary school and pre-school applications.

New, Improved for Closets & Urinals,
ZURN & SLOAN for Regal and Royal
Flushometers, Chrome plated finish.

Item No. OEM Description
318071 ZERK-C-CP With Plastic Cover
347716 ZERK-CPM Metal Cover
347724 ZERK-CPM-MMK Metal Cover, with

High Mount Adaptor

Item No. OEM Description GPF
333716 Z-6000 1-1/2" Closet 1.6
190058 Z-6003 3/4" Urinal Flush 1.5
333724 Z-6003 3/4" Urinal 1.0

FOR CLOSETS WITH PUSHBUTTON OVERRIDE

Item No. OEM Description
243006 ZRK-U-1.5 1.5 GPF Urinal
243014 ZRK-U-1.0 1.0 GPF Urinal

FOR URINALS LESS PUSHBUTTON OVERRIDE

Item No. OEM Description
252940 ZRK-C-1.6-OB 1.6 Gallon Closets

AQUASENSE™ 
SENSOR OPERATED FLUSH
VALVE RETRO-FIT KIT
The Zurn Retroflush Kit is a battery-powered sensor activated retrofit
kit designed to upgrade existing manual flush valves on the Zurn
Aquaflush and Sloan Royal/Regal design to sensor operation. The
Retroflush kit is equipped with a 6V DC solenoid, automatic sensor
and integral battery case. The automatic sensor feature includes:
courtesy flush, automatic 24-hour flush, range adjustment and low
battery light, magnetic override system so valve can be flushed if
necessary by maintenance personnel, adjustable range and
replaceable tempered glass lens cover. Kits are furnished to meet the
requirements of existing flush volume fixtures.

Item No. OEM Description
243048 ZR6000-WS-1 1.6 GPF, Closet – 1" IPS Stop Size, 

1-1/2" Top Spud
243063 ZR6001-WS 1.5 GPF, Urinal – 1" IPS Stop Size, 

1-1/4" Top Spud
243097 ZR6003-WS 1.5 GPF, Urinal – 3/4" IPS Stop
Size, 3/4" Top Spud
243105 ZR6003-WS-1 1.0 GPF, Urinal – 3/4" IPS Stop
Size, 3/4" Top Spud

Includes Sweat/Solder Kits.

FLUSHOMETERS AND PARTS

Products on this page are not stocked in all locations

AQUASENSE™ 
COMPLETE SENSOR
OPERATED FLUSH
VALVES
The Zurn Series Aquaflush “A” 
flush valve is battery-powered 
sensor activated, equipped with 
a 6V DC solenoid, automatic 
sensor and integral battery case. 
The automatic sensor feature 
includes: courtesy flush, automatic 24-hour flush, range
adjustment and low battery light, magnetic maintenance
override, adjustable range and replaceable tempered glass
lens cover. Valves come complete with screwdriver-operated
angle control stop featuring “siphon-gard” back check
protection, vacuum breaker, flush tube, fixture escutcheon
and nut. Patents pending.

ZURN Z-6000
EXPOSED
AQUAFLUSH 
FLUSH VALVES
The Aquaflush valve is diaphragm operated 
and is made of brass with a polished chrome
exterior. Aquaflush incorporates a non-hold-
open type handle and 1" or 3/4" screwdriver
operated angled stop Valve with “Siphon-Gard”
back check protection. The valve comes
complete with vacuum breaker, 1-1/2" or 3/4"
flush tube, wall escutcheon, fixture spud
escutcheon and fixture spud securing nut.
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Item No. OEM Description
445403 3300-CP Chicago MeterMix™ Metering Faucet
561250 86T1153 Delta "Teck" ADA Metering Faucet
561249 86T1104 Delta "Teck" Metering/Slow-Close Faucet
561251 86T1350 Delta "Teck" Metering/Slow-Close Faucet
557836 2507HDF Delta Slow Self-Closing Faucet Less Strainer
557838 2517HDF Delta Slow Self-Closing Faucet With Strainer
557876 701HDF Delta Slow Self-Closing Single Basin Faucet

“TECK” ADA
METERING
CENTERSET
4" centerset metering lavatory valve 
with tip action handles, less waste – 
ADA compliant. Solid cast brass
mirror chrome finish. Vandal
resistant 0.5 GPM flow control. 
Color coded indexes on tip-action
lever type handles. Water saving
0.25 gallons per cycle. Less waste
assembly.

SLOW SELF-
CLOSING
CENTERSET
FAUCET
4" centerset faucet with vandal
resistant handles and 0.5 GPM
aerator. 

“TECK”
METERING/SLOW
-CLOSE FAUCET
Polished chrome plated finish. 
Vandal resistant pushbutton. 
Metering slow-close cartridge. 
Vandal resistant spout outlet: 
total flow does not exceed 0.25 
gallons per pushbutton operation.

SLOW SELF-
CLOSING
SINGLE BASIN
FAUCET
For hot or cold. Vandal resistant
handle, blank index button and 0.5
GPM vandal resistant aerator.

“TECK” 6" TO 16"
ADJUSTABLE CENTER
METERING/SLOW-
CLOSE LAVATORY
FAUCET 
Polished chrome plated finish 
trim. Metering slow-close 
cartridge. Vandal resistant 
pushbuttons.

Ideal for use in high-traffic commercial lavatories with
its ruggedly designed cast brass faucet, vandal resistant
0.5 GPM spray outlet and a handle that is both vandal
resistant and ADA compliant.

445403

561250

561249

561251

557836
557838

557876

METERMIX™
3300-CP
METERING
FAUCET
The metering faucet that allows the 
user to select the temperature while 
also conserving water.

Ideal for use in high-traffic
commercial lavatories with its
ruggedly designed cast brass faucet,
vandal resistant 0.5 GPM spray outlet
and a handle that is both vandal
resistant and ADA compliant.
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Item No. OEM Description
557869 590-LGHGMHDF DELTA Innovations® HDF Electronic Single Hole Faucet
557870 591-HGMHDF DELTA Innovations® HDF Electronic Faucet With Grid Strainer
557871 591-LGHGMHDF DELTA Innovations® HDF Electronic Faucet Less Grid Strainer
561035 115.727.21.1 Geberit High-Arc Infrared Faucet With External Mixing Valve
561036 115.729.21.1 Geberit High-Arc Infrared Faucet Less External Mixing Valve
284505 8886 Moen Metering Faucet
284497 8884 Moen Metering Faucet
336669 8303 Moen Electronic Faucet
336677 8304 Moen Electronic Faucet - Wall Mount

INNOVATIONS®

HDF ELECTRONIC 
SINGLE HOLE FAUCETS
Complies with:
• ASME A112.18.1M-1996
• CSA B125-1993 indicates ADA 
compliance to CABO/ANSI 

A117-1-1992
Mixing Option:
• Pressure-balance mixing 

valve with mechanical high
temperature limit stop

INNOVATIONS®

HDF ELECTRONIC
FAUCETS
Electronic faucet, 3 holes, 4" & 8" 
centerset, self-adaptive technology, 
no adjustments required, battery powered, waterproof
electronics, 5-1/4" (133mm) long, 4-1/4" (104mm) high
rigid spout, vandal resistant 0.5 GPM (1.9 L/min) spray
outlet, anti-rotation cast brass cover plate. Chrome finish.

SINGLE
MOUNT 
METERING
FAUCET
Solid brass construction,
adjustable timing, 0.5 GPM
vandal-resistant aerator. 
Less drain.

ELECTRONI
C FAUCETS
Battery powered, single mount,
5-3/4" spout reach, 
non-mixing, 0.5 GPM 
vandal-resistant aerator. 
Less drain.

HIGH-ARC
INFRARED AUCETS
Installs above the deck in just 10 minutes. 
Smart electronics provide positive user
identification, eliminating false starts 
due to color or light fluctuations. 
Meets hospital gooseneck specifications.

• Vandal resistant cast brass spout  • Internal or external mixer
temperature control  • DC battery powered (200,000 washes)

• Polished chrome finish  • Above deck electronics  • Maintenance-
friendly, exclusive 90-second cleaning  mode prevents early 
rinsing of cleaning chemicals  • ADA compliant on external 
temperature control  • Low battery warning sign  • Uses 6-volt 
lithium battery  • Remote programming unit available as option

Electronic faucet, single hole, self-adaptive technology, no
adjustments required, battery powered, waterproof electronics, 
5-1/4" (133mm) long, 3-7/8" (98mm) high rigid spout, vandal
resistant 0.5 GPM (1.9 L/min) spray outlet. Chrome finish.

4" METERING 
CENTERSET
FAUCET
Solid brass construction,
adjustable timing, 0.5 GPM
vandal-resistant aerator. 
Less drain.

336677 –
Wall Mount

336669

557869

557870
557871
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washing faucet for tempered or hot/cold operation.

• ADA Compliant, with wireless connection between spout and control module
• Made of chrome plated brass with splash proof control module  • Automatic, self-

calibrating, passive infrared sensing  • Automatic, adjustable active infrared sensing
• Vandal resistant spout and control module and 2 DL123A lithium batteries for spout
• Less waste  • With 4" or 8" deck plate  • 0.5 GPM pressure compensating spray head

ELECTRONIC FAUCET
Battery powered, 4" centerset, solid brass
construction, non-mixing, 0.5 GPM vandal-resistant
aerator. Less drain.

ELECTRONIC FAUCET
Battery powered, single deckmount, solid brass
construction, non-mixing, 0.5 GPM vandal-resistant
aerator. Less drain.

TECHNOLOGY THAT
SAVES ENERGY AND
COSTS
Moen’s metering faucets feature solid brass bodies
and an exclusive silicon cartridge that limits line
trash, adjusts easily for timing and flow, reduces
water consumption and limits possible vandalism.
FreeHand™ faucet and flush valves are available in
energy-efficient AC or DC models and only activate
when the user enters the beam’s range so that they
cannot be left on accidentally or run unattended.

PROMOTING
CLEANER
ENVIRONMENTS
Moen’s complete line of FreeHand™ electronic
faucets feature advanced, trouble-free electronics
delivering water only when needed. This saves
money while providing a sanitary, touchless
environment that limits cross-contamination. The
goal is to help you optimize maintenance crew
productivity, thus lowering total operating cost.

Item No. OEM Description
336644 8301 Moen Electronic Faucet -

4" Centerset
336651 8302 Moen Electronic Faucet -

Single Deck Mount

Item No. OEM Description
447359 3361000 Sloan Optima ERF-885 Battery Powered 

Wireless Faucet - 4" Deck Plate
447367 3361001 Sloan Optima ERF-885 Battery Powered 

Wireless Faucet - 8" Deck Plate
193224 3315010 Sloan Optima® Plus EBF-85 Lavatory Faucet
193277 EBF-650-A Sloan EBF-650 Optima® Plus Electronic Basin Faucet

Reduces water usage by up to 30%.
Using Sloan Valve products can
contribute up to 2 points toward
LEED Certification.

New wireless
communication between
the spout and the control
module makes
installation easier and
more vandal resistant.

BATTERY POWERED/SENSOR OPERATED

• AUTOMATIC  • HYGIENIC  •  ECONOMICAL  •  PRACTICAL

For new as well as retrofit applications. Comes with an integral faucet and sensor assembly,
electronics module and solenoid with clean out filter, plus all mounting hardware and
installation instructions.

Chrome plated brass with integral sensor throat plate for hand operation. For 4" centerset 
sinks. Comes complete with four C size alkaline batteries. Low battery indicator, 0.5 GPM
aerator.

Totally “hands-free” providing the ultimate in sanitary protection and automatic operation. 
Uses infrared technology to sense the user’s presence and turn on a water supply that has
been pre-mixed to the desired water temperature. Powered by four C size batteries which
eliminates the need to run any electrical lines to the system. Comes complete with an
integral faucet and sensor assembly, control module, batteries, and all mounting hardware.
3/8" copper supply tube to be supplied by the installer. 4" centerset for tempered hot and
cold applications. 0.5 GPM (1.9 LPM) vandal resistant aerator.

ENERGY SAVERS

193224

193277

447359
447367

Products on this page are not stocked in all locations

336644

336651

EBF-650 OPTIMA PLUS
ELECTRONIC BASIN
FAUCET

OPTIMA PLUS EBF-85
LAVATORY FAUCET

OPTIMA ERF-885 BATTERY
POWERED WIRELESS
FAUCET
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BATTERY POWERED, SENSOR
OPERATED ELECTRONIC HAND
WASHING FAUCETS
Flow Rate: 0.5 GPM/1.9 LPM vandal resistant spray head 
with pressure compensating flow control

• Fiber optic, automatic, self-adaptive sensing
• Audible tone low battery indicator
• Serviceable filtered solenoid valve
• Chrome plated metal throat plate for tempered or hot/cold water operation
• Bak-Chek® tee for hot/cold supply
• Trim plate with anti rotation pin (specify 4" or 8")
• Polypropylene optic cable protection
• Includes four size “C” alkaline batteries

Warranty 3 year (limited)
Made in the USA
ASME A112.18.1M
UL, CSA, ADA SYMBOLS

SLOAN MODELS EBF-187 BATTERY
POWERED, SENSOR OPERATED PEDESTAL
ELECTRONIC HAND WASHING FAUCETS
Flow Rate: 0.5 GPM/1.9 LPM vandal resistant spray head 
with pressure compensating flow control

• Chrome plated brass
• For tempered or hot/cold operation
• Sensor range adjustment screw
• Low battery LED indicator light
• User friendly variable time out settings
• Serviceable filtered solenoid valve
• Bak-Chek® tee for hot/cold supply
• Metal jacket wire protection for sensor lead
• Includes four size “C” alkaline batteries and mounting hardware
• Mounts on a single-hole lavatory or deck

SLOAN MODELS ETF-600 SENSOR
OPERATED AC ELECTRONIC HAND
WASHING FAUCETS
Flow Rate: 0.5 GPM/1.9 LPM vandal resistant spray head 
with pressure compensating flow control

• Chrome plated brass
• For tempered or hot/cold operation
• Sensor range adjustment screw
• Trouble shooting LED indicator lights
• User friendly variable time out settings
• Filtered solenoid valve with serviceable “Y” stainer filter
• Bak-Chek® tee for hot/cold supply
• 120 VAC/24 VAC transformer (specify plug-in or box mount)
• Metal jacket wire protection for sensor and solenoid leads
• Modular quick-release sensor and solenoid connections

Item No. OEM Description
338764 EBF-187-4 Sloan Optima Electronic Sensor Operated Faucet - 4" Trim Plate
338772 EBF-187-8 Sloan Optima Electronic Sensor Operated Faucet - 8" Trim Plate
338905 EBF-615-4 Sloan Optima Electronic Sensor Operated Faucet - 4" Trim Plate
338913 EBF-615-8 Sloan Optima Electronic Sensor Operated Faucet - 8" Trim Plate
338921 EBF-615-ADM Sloan Optima Electronic Sensor Operated Faucet - 8" Trim Plate and above Deck Mixer
338855 ETF-600-LT Sloan Optima Electronic Sensor Operated Faucet - Less Transformer
338848 ETF-600-P Sloan Optima Electronic Sensor Operated Faucet - With Plug-In Transformer
338830 ETF-578-A Sloan Optima Electronic Sensor Operated Faucet - Trim Plate Only for ETF-600

338764
338772

338905
338913
338921

338855
338848

USING SLOAN VALVE PRODUCTS CAN CONTRIBUTE 
UP TO 2 POINTS TOWARD LEED CERTIFICATION

OPTIMA ELECTRONIC SENSOR
OPERATED FAUCETS

Products on this page are not stocked in all locations
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SLOAN OPTIMA SOLIS™ SOLAR/BATTERY
POWERED LAVATORY FAUCETS
Sloan’s Solis™ EAF-275 solar-powered faucet transforms light into power. Optimal performance is 
achieved in any type of light.  Solis™ conserves water with its standard 0.5 GPM spray head while 
utilizing renewable energy.

Faucets operate by means of a dual infrared sensor and microprocessor based logic. The modular design
incorporates all of the operating components of the faucet, including the sensor, solenoid, circuitry and 
solar energy module above the sink within a die-cast metal spout.

ISM model features an integral temperature control lever which allows the user to adjust the water
temperature. This adjustment can also be converted to a fixed setting. EAF faucets
ordered without the ISM variation must be connected to a single, pre-tempered water supply. 
Optima EAF-275 series faucets include a 6V DC lithium battery back up power source.

Trim Plates
When the EAF faucet is installed on a sink that has three hole punching, a trim plate should 
be used. Trim plates must be specified and ordered separately.

ETF-607-A Trim Plate for 4" (102mm) centerset sink, item no. 338806
ETF-608-A Trim Plate for 8" (203mm) centerset sink, item no. 338814

If a connection to separate hot and
cold water is desired, then a bak-chek®

tee fitting (not included) must be used
prior to connecting to the faucet.

Item No. OEM Description
354688 EAF-275/3335016 Sloan Solis™ Lavatory Faucet with Single Line Water Supply
354696 EAF-275-ISM/3335017 Sloan Solis™ Lavatory Faucet with Mixer and Hot & Cold Water Supply

REDUCES WATER

USAGE UP TO 30%
REDUCES WATER

USAGE UP TO 30%

USING SLOAN VALVE PRODUCTS CAN CONTRIBUTE 
UP TO 2 POINTS TOWARD LEED CERTIFICATION

Products on this page are not stocked in all locations
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Item No. OEM Description
199331 S-4141-LD Speakman Easy-Push Metering Lavatory Faucet Less Drain
199349 S-4171 Speakman Easy-Push Metering Lavatory Widespread Faucet With Drain
199356 S-4171-LD Speakman Easy-Push Metering Lavatory Widespread Faucet Less Drain
199299 S-4122 Speakman Easy-Push Metering Lavatory Fittings - Blank Handle
199307 S-4123 Speakman Easy-Push Metering Lavatory Fittings - Red Handle
199315 S-4124 Speakman Easy-Push Metering Lavatory Fittings - Blue Handle
211482 S-8026-LD Speakman Sensorflo® Gooseneck Lavatory Faucet Less Drain, 8" Deck Plate
199687 S-8020 Speakman Sensorflo® Electronic Healthcare Faucets - Gooseneck
199679 S-8000 Speakman Sensorflo® Electronic Healthcare Faucets - Lavatory
556819 S-60-G Symmons Scot Metering Temperature Selection Faucet With Grid Strainer Drain
560657 S-60-H Symmons Scot Metering Temperature Selection Faucet Less Drain

EASY-PUSH METERING
LAVATORY
WIDESPREAD
Polished chrome plated. Brass spout 
measuring 4-3/4" from center inlet to 
center of outlet.  Color-coded Easy-Push 
handles with brass yokes. Concealed 
cycle adjustment without shutting off 
water supply.  With or less 1-1/4" 
PO strainer drain. Nonhammering operating units
protected by monel mesh screens. Adjustable centers
from 6" to 12".  Water conserving, vandal resistant flow
control device reduces flow to 0.25 GPC.

199331

199349
199356

199299
199307
199315

556819
560657

199687
199679

211482

EASY-PUSH
METERING
LAVATORY
Polished chrome plated integral brass spout
measuring 3-1/2" from center of inlet to 
center of outlet.  Easy-Push handle with 
brass yoke. Concealed cycle adjustment 
without shutting off water supply.  
Nonhammering operating units protected 
by monel mesh screens. Water conserving, 
vandal resistant flow control device reduces 
flow to 0.25 GPC.

SENSORFLO®

ELECTRONIC
HEALTHCARE FAUCET
Polished chrome plated sensor activated. 
lavatory faucet for single hole punching. 
Solid brass solenoid with built-in filter. 
UL/CSA approved transformer 120 VAC 
to 12 VDC with waterproof connectors. 
1-1/4" PO strainer drain. Vandal-resistant
circuitry. Water conserving, built-in flow 
control device reduces flow to a maximum 
of 2.5 GPM at 80 pounds of flow pressure.

EASY-PUSH METERING
LAVATORY CENTERSET
COMBINATIONS
Polished chrome plated 4" centerset. 
Color-coded Easy-Push handles with 
brass yokes. Concealed cycle adjustment 
without shutting off water supply. 
Nonhammering operating units 
protected by monel mesh screens. 
Water conserving, vandal resistant flow 
control device reduces flow to 0.25 GPC.

SENSORFLO® GOOSENECK
LAVATORY FAUCET 
WITH 4" OR 8" DECK
PLATE 
Polished chrome plated sensor activated. 
Solid brass solenoid with built-in filter. 
UL/CSA approved transformer 120 VAC to 
12 VDC with waterproof connectors. 
Solid brass hot/cold water mixer, 
adjusted from top of deck plate. 
Vandal-resistant circuitry. Water conserving, 
built-in flow control device reduces flow to a 
maximum of 2.5 GPM at 80 pounds of flow pressure.

SCOT METERING
TEMPERATURE
SELECTION
FAUCETS 
4" centerset slow-closing lavatory 
faucet to meter and mix hot and cold 
water supply. Temperature limit stop to 
adjust outlet temperature. Time limit 
stop to adjust flow time. Rose spray 
outlet with 0.5 GPM flow rate. Vandal proof.

Faucets
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Item No. OEM Description
351775 401818 Technical Concepts SST AutoFaucet with

"Surround Sensor" Technology - Less Mixer
351783 500483 Technical Concepts SST AutoFaucet with

"Surround Sensor" Technology - With Mixer and Hot & Cold Supply Hoses
449447 500609 Technical Concepts Venetian Gooseneck AutoFaucet

Single Hole Mount SST Gooseneck Faucet
449454 500610 Technical Concepts Venetian Gooseneck AutoFaucet

SST Gooseneck Faucet With 4" Deckplate
449462 500611 Technical Concepts Venetian Gooseneck AutoFaucet

SST Gooseneck Faucet With 8" Deckplate

SST AUTOFAUCET WITH 
“SURROUND SENSOR”
TECHNOLOGY
Revolutionary Radius™ touch-free technology allows these new
faucets to be the most accurate on the market. They deliver error-free,
precise flow rates and are sophisticated enough to compensate for
users and the environment.

• Overrides limitations of infrared sensor faucets
• Senses user through proximity to faucet instead of user 

having to be directly in line with infrared beam
• World-Class Reliability….breakthrough “surround sensor”

technology (no infrared) senses user from any angle, patented 
cam gear technology controls water flow and eliminates sticking 
solenoid valves that cause dripping – trouble free operation

• Ease of installation…all mechanical and electrical components 
are contained in one covered housing for easy installation – 
customer convenience maximized.

Specifications
Auto/Open Valve Dial: AUTO – enables automatic operation of valve.
OPEN – maintains open valve position for sanitary flushing. 
To reactivate automatic operation, turn dial to auto position and then
place hand under faucet and remove.
Battery Power: 4D cell alkaline (up to 3+ years life cycle)
Mounting Hole: 7/8" to 1-1/8"
Operating Water Pressure: 7-175 psi
Operating Temperature: 35° F to 159° F (2° C to 70° C)
Max Running Time: 30 seconds

VENETIAN GOOSENECK
AUTOFAUCET WITH
“SURROUND SENSOR”
TECHNOLOGY
Surround Sensor Radius™ touch-free technology allows these new
faucets to be the most accurate on the market. They deliver error-free,
precise flow rates and are sophisticated enough to compensate for
users and the environment. Includes 2.2 GPM Laminar flow aerator,
mixing valve with filter, valve control housing, and supply hoses 
(3/8"C x 3/8"C x 12").

• Overrides limitations of infrared sensor faucets
• Senses user through proximity to faucet instead of user 

having to be directly in line with infrared beam
• World-Class Reliability….breakthrough “surround sensor”

technology (no infrared) senses user from any angle, patented 
cam gear technology controls water flow and eliminates sticking 
solenoid valves that cause dripping – trouble free operation

• Ease of installation…all mechanical and electrical components 
are contained in one covered housing for easy installation 

• Improved design for installation on both china and metal fixtures

Specifications
Auto/Open Valve Dial: AUTO – enables automatic operation of valve.
OPEN – maintains open valve position for sanitary flushing. To
reactivate automatic operation, turn dial to auto position and then
place hand under faucet and remove.
Battery Power: 4D cell alkaline (up to 3+ years life cycle)
Mounting Hole: 7/8" to 1-1/8"
Operating Water Pressure: 7-175 psi
Operating Temperature: 35° F to 159° F (2° C to 70° C)
Max Running Time: 15 seconds

351775
351783

449447
449454
449462

Innovative Hygiene
Solutions

Innovative Hygiene
Solutions

Products on this page are not stocked in all locations
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Item No. OEM Description
560873 Z-86500 Zurn Centerset Metering Faucet
701086 Z-867R0 Zurn 8" Widespread Metering Faucet
557710 86100 Zurn Single Basin Metering Faucet
017017 Z6915-MT Zurn AquaSense® Sensor-Operated Faucet
017016 Z6913-MT Zurn AquaSense® Sensor-Operated Faucet
557696 Z-6920-CP4 Zurn AquaSense® Sensor-Operated Faucet, Gooseneck with 4" Cover Plate
557698 Z-6920-CP8 Zurn AquaSense® Sensor-Operated Faucet, Gooseneck with 8" Cover Plate

SINGLE BASIN 
METERING FAUCET
Polished chrome plated. 
Slow closing with an integral brass 
3-1/2" centerline spout. Vandal resistant, 
ADA compliant handle. Easily adjustable 
cycle time. Preset to 10 seconds at 80 psi.
Includes water-conserving aerator, 
mounting hardware, and 1/2" NPSM 
coupling nut for standard lavatory riser.

AQUASENSE®

SENSOR OPERATED
FAUCET
Heavy duty cast brass construction. 
Vandal resistant 1.5 GPM aerator, 30 
second time out. 2 year battery
life (four AA batteries included). Factory set
range, in-line filter, modular electronics. AC
compatible (adapter 017018 sold separately).
Mixing tee assembly with back
checks included

AQUASENSE®

“A” BATTERY-POWERED
SENSOR GOOSENECK
FAUCET 
The faucet incorporates an infrared
convergence-type proximity sensor in the base of the
gooseneck faucet. Furnished complete with sensor
module, spout module and in-line filter for easy
installation. Four AA batteries are factory installed. 0.5
GPM vandal-resistant aerator, low battery indicator light
are standard. Sensor range can easily be adjusted for a
given application. Inlet for a 1/2" ball riser supply hose
is standard.

8" WIDESPREAD
METERING FAUCET
Widespread faucet with a 5" centerline 
cast brass low profile spout and 
slow-closing metering cartridges. 
Vandal-resistant brass and handicap 
approved color-coded handles.
Easy adjustable cycle time, preset to 
10 seconds at 80 psi. Water conserving 
aerator reduces flow to 0.25 GPC, mounting
hardware and a 1/2" coupling nut for standard
lavatory risers.
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560873

701086

557710

557696
557698

017016

017017

Using Zurn products can contribute up to 2 points toward LEED certification

AQUASENSE®

SENSOR OPERATED
FAUCET
Heavy duty cast brass construction. 
4" centerset, vandal resistant 1.5 GPM
aerator, 30 second time out. 2 year 
battery life (four AA batteries included). 
Factory set range, in-line filter, modular
electronics. AC compatible (adapter 017018 
sold separately). Mixing tee assembly with back
checks included.

CENTERSET
METERING FAUCET
With integral shanks, slow-closing 
metering cartridges and a 4" long 
integral cast spout. Vandal-resistant 
color-coded handle.  Easy adjustable 
cycle time, preset to 10 seconds at 80 psi. 
Unit is furnished with a water-conserving
aerator which reduces flow to 0.25GPC
(complying with ANSI A.112.18.1 standard 
for flow), mounting hardware and 1/2" 
coupling nuts.
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Item No. OEM Description
348185 Z6912 Zurn AquaSense® Battery Powered Faucet
348193 Z6913 Zurn AquaSense® Battery Powered Faucet
348201 Z6915 Zurn AquaSense® Battery Powered Faucet
348219 Z6916 Zurn AquaSense® Battery Powered Lavatory Basin Faucet

ZURN Z6912 AQUASENSE®

BATTERY POWERED FAUCET
Battery powered sensor faucet for new or retrofit applications.
Incorporates an infrared convergence-type proximity sensor into the
chrome plated cast brass spout. Comes complete with sensor modules,
in-line filter and four AA batteries. Includes 1.5 GPM vandal resistant
aerator. Case deck plates available separately.

USING ZURN’S PRODUCTS CAN CONTRIBUTE UP TO 2 POINTS TOWARD LEED CERTIFICATION.

ZURN Z6913 AQUASENSE®

BATTERY POWERED SENSOR
FAUCET
Battery powered sensor faucet for new or retrofit applications.
Incorporates an infrared convergence-type proximity sensor into the
chrome plated cast brass spout. Comes complete with sensor modules,
in-line filter and four AA batteries. Includes 1.5 GPM vandal resistant
aerator. Case deck plates available separately.

ZURN Z6915 AQUASENSE®

BATTERY POWERED FAUCET
Battery powered sensor faucet with integral 4" cover plate for new 
or retrofit applications. Incorporates infrared convergence-type
proximity sensor into a cast brass chrome plated spout. Furnished
complete with sensor modules, in-line filter, four AA batteries and 
1.5 GPM vandal resistant aerator. 1/2"connections.

ZURN Z6916 BATTERY
POWERED LAVATORY BASIN
SENSOR FAUCET
For new or retrofit installations. Incorporates an infrared
convergence-type proximity sensor. Includes 6V lithium battery, 
1.5 GPM vandal resistant aerator. Battery compartment and
electronics are located in chrome plated spout for easy access. 
4" and 8" cover plates are optional.
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n LEED – POINTS FOR:
INDOOR WATER USE
REDUCTION
Intent
Maximize water efficiency within buildings to reduce the burden on
municipal water supply and wastewater systems.

Requirements
Employ strategies that in aggregate use 20% or 30% less water than the
water use baseline calculated for the building after meeting the Energy
Policy Act (EPACT 2005).

Impact on flow rates

EPACT 92' 1 point 2 points
Showerheads & handshowers 2.5 GPM ≤2.0 GPM 1.75 GPM
Lavatory & kitchen faucets 2.2 GPM ≤1.75 GPM 1.5 GPM

Item No. Description Size GPM Pkg Qty.
207761 Regular with Male Adapter 13/16" Male Thread Small 0.5@80 psi 
207779 Regular   15/16" Female Thread Regular 0.5@80 psi 
207753 Regular with Male Adapter 15/16" Male Thread Regular 0.5@80 psi 
040873 Vandal Resistant 15/16" Male Thread Regular 0.5@80 psi 
045054 Vandal Resistant 15/16" Female Thread Regular 0.5@80 psi 
046573 Vandal Resistant 13/16" Male Thread Small 0.5@80 psi 
144004 Slotless Dual Thread 15/16" Male by 55/64" Female 2.0 @ 60 psi 10
013008 Delta  - For most kitchen and lavatory faucets 15/16" Male 2.0 @ 60 psi 6
144211 Slotless Female 55/64" - 27 Threads 2.0 @ 60 psi 5
144215 Slotless Female 3/4" - 27 Threads 2.0 @ 60 psi 5
144223 Slotless Male 13/16" - 27 Threads 2.0 @ 60 psi 5
144219 Slotless Male 15/16" - 27 Threads 2.0 @ 60 psi 5

ULTRA 
LOW-FLOW 
0.5 GPM
AERATORS
Limit flow of water to 0.5 
GPM up to 80 psi. Polished 
chrome plated finish with 
internal pressure-compensating 
device. Aerators meet BOCA & ASHRAE
standard for flow rates in lavatories of 
public restroom facilities.

DELTA AERATOR SLOTLESS FEMALE
3/4" – 27 THREADS
AERATOR

SLOTLESS MALE
15/16" – 27
THREADS AERATOR

144004 144211 144223

013008 144215 144219

SLOTLESS DUAL
THREAD 
15/16" MALE BY
55/64" FEMALE
AERATOR

SLOTLESS FEMALE
55/64" – 27
THREADS AERATOR

SLOTLESS MALE
13/16" – 27
THREADS AERATOR
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Item No. Description Size GPM Pkg Qty.
560345 Slotless Regular Dual 15/16" Outside Thread, 55/64" 1.5 @ 80 psi 6

Thread-Stainless Steel Restrictor Inside Thread
560344 Slotless Regular Dual 15/16" Outside Thread, 55/64" 2.2 @ 60 psi 6

Thread-Stainless Steel Restrictor Inside Thread
609545 Slotless Regular Dual 15/16" Outside Thread, 55/64" 2.2 @ 60 psi 6

Thread-Plastic Restrictor Inside Thread
560349 Slotted Regular Dual Thread 15/16" Outside Thread, 55/64" 2.2 @ 60 psi 6

(Fits Delta, American Standard) Inside Thread
560353 Regular Dual Thread 15/16" Outside Thread, 55/64" 2.2 @ 60 psi 6

Pressure Compensating Inside Thread
560346 Slotless Regular Female 55/64" Inside Thread 2.2 @ 60 psi 6
560350 Slotted Regular Female 55/64" Inside Thread 2.2 @ 60 psi 6
560354 Regular Female Vandal Proof 55/64" Inside Thread 2.2 @ 60 psi 6
560348 Slotless Small Female (Fits Price Pfister) 3/4" Inside Thread 2.2 @ 60 psi 6
560352 Slotted Small Female 3/4" Inside Thread 2.2 @ 60 psi 6
560347 Slotless Small Male (Fits Kohler, Central) 13/16" Outside Thread 2.2 @ 60 psi 6
560351 Slotted Small Male (Fits Kohler, Central) 13/16" Outside Thread 2.2 @ 60 psi 6

REGULAR
DUAL

THREAD
AERATOR

REGULAR
DUAL

THREAD
AERATOR

REGULAR
FEMALE

AERATOR

REGULAR
FEMALE

AERATOR

SMALL
FEMALE

AERATOR

SMALL
FEMALE

AERATOR

SMALL
MALE

AERATOR

SMALL
MALE

AERATOR

REGULAR
DUAL

THREAD
PRESSURE
COMPENS

ATING
AERATOR

REGULAR
FEMALE
VANDAL-

PROOF
AERATOR

560345
560344
609545

560354 560348

560349

560353

560352

560346

560347

560350

560351
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LARGE BRASS
WATER SAVING
Chrome plated brass, adjustable 
spray disc, 1/2" IPS connection, 
full operating ball joint, 2.25 GPM.

LARGE BRASS
WATER SAVING
WITH VOLUME
CONTROL
Chrome plated brass, built-in 
volume control feature, 1/2" IPS 
connection, 2.25 GPM.

RESORT SPA®

Designed exclusively for the World’s 5
star resorts, the new Oxygenic®

SkinCare Shower™ by Resort Spa®

oxygenates, deep cleanses, exercises
and revitalizes your skin with a
cascade of healthful, oxygen enriched
water. Patented Turbo engineering
accelerates and energizes the shower
flow, producing the greatest showering
sensation ever achieved by a high
efficiency showerhead. Unique single
orifice Delrin® interior construction
eliminates clogging, maintenance and
replacement, no matter how hard your
water. Meets or exceeds all state and
federal specifications for flow control,
2.0 GPM.

THE
PRISMIERE™
Flow control technology produces
greater force at lower pressure.
Adjustable settings from needle spray
to coarse, corrosive resistant, high
impact ABS thermoplastic body,
white/chrome plated, brass nut, 
non-aerating spray means less
temperature loss. CSA and California
Energy Commission Certified, exceeds
ANSI specifications. 10 year warranty.

Item No. Description GPM
194133 Water Saving Showerhead 2.25
194134 Water Saving Showerhead 2.25
211052 Resort Spa Showerhead 2.0

with Volume Control
211037 Resort Spa Showerhead 2.0

less Volume Control
194023 The Prismiere™ Showerhead 2.0
194131 The Prismiere™ Showerhead 2.35
194022 The Prismiere™ Showerhead 1.75
194130 Earth Massage Showerhead - White 2.25
194135 Earth Massage Showerhead - Chrome 2.0
560623 Earth Massage Showerhead - White 1.75
193051 Sloan Act-O-Matic Showerhead 2.0

with Volume Control
193069 Sloan Act-O-Matic Showerhead 2.0

less Volume Control
453865 Zurn Water Saving Showerhead 1.5

THE EARTH
MASSAGE
9-Jet turbo massage is adjustable:
gentle needle spray to forceful jet.
Non-aerating spray means less
temperature loss. Self-cleaning, non-
removable flow compensator, installs
easily by hand. Meets or exceeds ANSI
specifications, CSA certified, California
Energy Commission Certified. 10 year
warranty.

ACT-O-MATIC
Designed for and used in schools,
hospitals and other institutions. Fits all
standard shower arms. Simple, reliable, 
with only one moving part within
housings of polished chrome plated,
sold brass. Vandal resistant, 2.0 GPM.

WATER SAVER
Z7000-S9

Plastic chrome plated shower head
with brass chrome plated ball joint
connector, constant 1.5 GPM flowrate
with non-removable flow
compensator which keeps flowrate
constant regardless of water pressure, 
1/2" NPT female threaded inlet, and
outer ring spray adjustment
for coarse or soft massage spray.

194023
194131
194022

194130
194135
560623

193051
193069

453865

211052
211037

194134

194133
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